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SOLARLITE THREADED CAMERA FILTERS 

 

THREADED CAMERA FILTERS are ready to use. Some wrinkling will not degrade 
the image of the sun. Handle carefully by outer ring being careful not to push on the film. 

TRANSMISSION: 1/1,000th of 1%. Solar image is yellow orange. Safe for both visual and 
photogenic use. 

We do not recommend cleaning the film substrate since it can be scratched or damaged, 
however, loose dust can be blown off using up to 15 psi air pressure no closer than 6 inches from 
surfaces. 

IMPORTANT: The filtering must be done at the front of the lens. Do not use the filter 
behind any lens, eyepiece or viewfinder. 

Check filter for any damage before each use. 

Avoid touching the surface of the film. 

Do not leave the instrument unattended where children or inexperienced adults could point it at 
the sun without the filter properly attached. 

Make certain that the filter is firmly attached and cannot be bumped or blown off the instrument. 
Even a quick “flash” of magnified unfiltered sunlight can cause eye injury. 

WARRANTY: Threaded camera filters are covered by a limited liability warranty from 

defects in material and workmanship for 5 years. This warranty does not apply if in the 
judgement of Thousand Oaks Optical, the product fails to be safe due to shipping damage, 
damage from improper handling, improper storage, abuse or misuse, has been maintained in a 
manner not conforming to product’s instructions, or has been modified in any way. 

 


